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RURAL ROADS & URBAN ARTERIALS

URBAN STREETS

RURAL ROADS, URBAN ARTERIALS,

RESIDENTIAL & BUSINESS DISTRICTS
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NOTES

ALL SIGNS ARE BLACK ON ORANGE UNLESS DESIGNATED OTHERWISE
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MINIMUM TAPER LENGTH = L (FEET)

INTERSECTION

~ MULTIPLE LANE CLOSURE

STANDARD PLAN K-32.60-00

SHEET 1 OF 1 SHEET

THRU

TRAFFIC

MERGE

RIGHT

LEFT LANE

TURN LEFT

MUST

W4-7

FOR LOCAL AGENCY USE ONLY

NOT FOR USE ON STATE ROUTES

TEMPORARY TRAFFIC ARROW ~ OPTIONAL

BARRICADE  ~ TYPE 3 R

R3-7L B/W

SIGN SPACING = X

ALL SIGN SPACING MAY BE ADJUSTED TO ACCOMMODATE

AT-GRADE INTERSECTIONS AND DRIVEWAYS.

5.

Prohibit turns as necessary for traffic conditions.

Flashing Warning Lights (Type A per MUTCD) should be

used, as needed, to mark barricades at night.

Steady Burning Warning Lights (Type C per MUTCD) shall

be used to mark channelizing devices at night.

For long term projects, conflicting pavement markings that

are no longer applicable shall be removed or obliterated.

Temporary markings shall be used as necessary.

For signs size refer to Manual on Uniform Traffic Control

Devices (MUTCD) and WSDOT Sign Fabrication

Manual M55-05.
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